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MODEL

A C  D  0E  F  0G  0K L

SDR 30/100

SDR 30/130

SDR 40/130

1780 1830 700 800 120

120

120

2060 1830 700 800

2060 1830 700 800

70

70

70

120

150

150

120 780 550

150 780 620

150 596 675

WEIGHT kg.

B

DIMENSIONS mm.

1.9 STRUCTURAL FEATURES

A
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Features

45˚
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1.10 FEATURES OF THE SCOURER

Weight Kg

Product Inlet

Waste Outlet

Hopper 
Outlet

Features
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1.11 RANGE OF MODELS AND TONNAGE TECHNICAL

2

MODEL

DIMENSION

Max. Capacity (t/h)

Soft Wheat

1. Cleaning 1. Cleaning2. Cleaning 2. Cleaning

Rough Wheat Motor(kw)
Gross 

Volume 
(m³)

SDR 30/100 3.97.56 5 5 4

10 8 8 7

16 14 14 12

4.711

4.715

SDR 30/130

SDR 40/130

Features
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The Scourer of the SDR Series is placed horizontally.

1.12 FEATURES OF THE SCOURER

Rotor

Bearing House

Belt and Pulley

Product Inlet

Waste Outlet

Features
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Product Inlet

Waste Outlet

Hopper Outlet
Electric Motor

Sifter

Chassis

Features




